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INPUT
(FROM AMP) LINE OUT OUTPUT

(TO SPEAKER)

PV30MH (part 1)
from amplifier

If your speaker is hard-
wired to the amp, you can
use our PV30MH to be
able to use the HA-50.

Disconnect the speaker
from the wire at the

terminal, and connect
part 1 of the PV30MH
to that wire, then run
that up to the HA-50

input.

PV30MH (part 2)
from speaker
Connect part 2 of the
PV30MH to the speaker
where you disconnected

the wire at the terminal, and
run that up to the
HA-50 output.

LINE OUT
Here, you want to use instrument cable
to send a direct signal to a PA mixer

or recording interface, etc. If you do not
want to send a direct signal anywhere,

you can just leave the Line Out jack alone.
Use of this jack is optional.

If you use speaker cable, which is not
shielded, then it will introduce a bunch
of noise - buzzing, radio interference,

you name it (it's all bad)

HEADPHONE OUTPUT
(on front)

You can use any headphones
at any impedance.

IMPEDANCE
The HA-50 is designed for

8 ohms

If you need a different impedance
please let us know in the
comments of your order.

HOW TO CONNECT
THE HA-50 Headphone Tap

WITH A COMBO AMP (METHOD 2)

Outer Jacket Outer Jacket

FillerBraided Shield
which connects to

the sleeve of the plug

Negative conductor
which connects to
the sleeve of the plug

Electrostatic Shield

Insulation

Insulation

Center conductor
which connects to
the tip of the plug

Positive conductor
which connects to
the tip of the plug

Instrument cable has a
very skinny wire
surrounded by a copper
braided shield,
and is designed to carry
a high impedance low
power signal. You do not
want the high power
signal from your amp to
be carried by this skinny
wire and also the braided
shield. They are not
powerful enough to
handle it.

Speaker cable has
two wires of equal
thickness, and is
designed to carry a
low impedance high
power signal.

Some speaker
cables have an outer
jacket and some
don't. If there is an
outer jacket, there
should also be
printing on the jacket
telling you it's indeed
speaker cable so
you don't get it
confused with
instrument cable.

Using speaker cable instead of instrument cable will cause
tons of noise, because the cable is not shielded. This won't
hurt anything, but it's going to be far too annoying to use.

=/

INSTRUMENT CABLE vs SPEAKER CABLE
While they may look the same and use identical 1/4" plugs,

these cables are not interchangeable.

WHAT HAPPENS IF I USE THE WRONG CABLE?

Using instrument cable in place of speaker cable will
probably work for a while, but will eventually fail under the
power of the amp, potentially causing damage to the amp,
potentially catching fire and burning your house down.
DO NOT DO THIS.

IF YOUR SPEAKER IS HARDWIRED TO THE AMP

THE PV30MH IS MADE WITH SPEAKER CABLE


